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OPERATIONAL BASICS
The EDGE cement mixer’s welded steel drum and internal paddles 
offer uniform mixing and clean dumping.  A direct hydraulic drive of the 
gearbox eliminates chain and sprocket maintenance, resulting in more 
up-time on the job.  The EDGE concrete mixer comes complete with 
adjustable parking stands, an adjustable drum speed control valve, 
hoses and fl at face couplers.

EDGE® CEMENT MIXER
Use your compact loader to complete large concrete projects in small 
areas with the EDGE® cement mixer.  The mixer features a mixing 
capacity of 5 ft3. (.142m3) and a total drum capacity of 11 ft3. (.311 m3).
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FEATURES
• Requires only eight gallons per minute to operate
• Internal paddles evenly mix concrete
• Five cubic foot mixing capacity
• Direct hydraulic drive

SPECIFICATIONS

 Model
Weight
(lbs/kg)

Hyd. Req.
(gpm/lpm)

Drum Cap. 
(ft3/m3)

Mixing Cap.
(ft3/m3)

CM5S 395/179.2 8/30 11/0.311 5/0.142

Adjustable parking 
stands

Three internal paddles for 
uniform mixing

*Note: Machine compatibility is based on operating capacity of the machine and the weight of the attachment
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