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OPERATIONAL BASICS
The EDGE skeleton tine grapple features bushings at all pivot locations 
and a two cylinder independent grapple.  This attachment is available in 
widths from 66” (1676 mm) to 90” (2286 mm) and comes complete with 
hoses and fl at face couplers.

EDGE® SKELETON TINE GRAPPLE
Handling brush, awkward debris, logs and more is made easy with the right 
grapple.  The EDGE skeleton tine grapple is designed to handle brush, 
logs, pipe and awkward debris.

edgeattach.com

SKELETON TINE GRAPPLE
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SPECIFICATIONS

 Model
Weight 
(lbs/kg)

Overall Width
(in/mm) No. of Tines

Depth
(in/mm)

Cylinder Sizes 
(in/mm)

Grapple Opening 
(in/mm)

STG66 920/417 68/1727 8 36.5/927 2x8.375/51x213 37.6/955
STG72 960/435 74/1880 9 36.5/927 2x8.375/51x213 37.6/955
STG78 1000/454 80/2032 10 36.5/927 2x8.375/51x213 37.6/955
STG84 1020/463 86/2184 10 36.5/927 2x8.375/51x213 37.6/955
STG90 1060/481 92/2324 11 36.5/927 2x8.375/51x213 37.6/955

*Note: Machine compatibility is based on operating capacity of the machine and the weight of the attachment

FEATURES
• Designed to handle brush, logs, pipe and awkward debris
• Bushings at all pivot points
• Two cylinder independent grapples

Radial Skid Loaders Vertical Skid Loaders Track Loaders Articulated Loaders

Machine Compatibility
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*Skeleton Tine Grapple ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦


