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OPERATIONAL BASICS
The EDGE power rake’s dual-motor, direct-drive drum delivers up to 40% 
more power than chain reduction units.  The power rake features hydraulic 
angle (20 degrees right and left) and is available in 72” (1829 mm) and 90” 
(2286 mm).  This attachment comes complete with mount, hoses, and fl at 
face couplers.

EDGE® POWER RAKE
From turf and seeding projects to heavy duty landscaping, there is an 
EDGE rake attachment available to turn your compact loader into a valuable 
landscaping machine.  The EDGE power rake is the ideal attachment for 
preparing solid from rough grade to seed-ready in minutes rather than hours.  

edgeattach.com
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FEATURES
• Dual motor, direct drive for 40% more power than chain driven power rakes
• Hydraulic angle 20 degrees right and left
• Bi-directional drum rotation - operates in forward or reverse 

SPECIFICATION

 Model
Weight 
(lbs/kg)

Hyd. Req. 
(gpm/lpm) No. of Teeth

Angle 
(degrees)

Angled Path 
(in/mm)

PR72 1000/453.6 12-40/45-151 144 20 67/1702
PR90 1110/503.5 12-40/45-151 180 20 84/2134

*Note: Machine compatibility is based on operating capacity of the machine and the weight of the attachment

Radial Skid Loaders Vertical Skid Loaders Track Loaders Articulated Loaders

Machine Compatibility
   Gehl / Mustang

3640E/
2026

R135/
1350R

R150/
1500R

R165/
1650R

R190/
1900R

R220/
2200R

R260/
2600R

V270/
2700V

V330
3300V

V400/
4000V

RT175/
1750RT

RT210/
2100RT

RT250/
2500RT 340 540 650/

608
750/
708

*Power Rake ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦ ♦


